as 


Filter Maintenance 


The purpose of the Primary Filter Assembly is to provide 
protection for the Pump Assembly by trapping dirt and 
carbon particles larger than 5 micron. 


The Primary Filter Assemblies contain 5 micron filter ele- 
ments while the water separator contains a 75 micron 
element enclosed in a transparent bowl. 


~ Leaks in input 
vy Cracks in bowl | 
~ Plugging of filter Ses 


Since the Primary and Secondary bowls are on the input 
side of the Pump Assembly (vacuum side) it is important 
that the Assemblies do not leak. 


Leaks can be caused by cross-threaded filter bowls or 
filter bowl stops, torn or missing bowl gaskets, cracks in 
the filter bowl, etc. 


Test the Bowl Assembly for leaks with the following pro- 
cedure: 


4. Connect a Vacuum Gauge to the input of the Primary 
Filter Bowl Assembly and pinch off the drains, allow- 
ing the gauge to fully restrict the input. Note the 
vacuum reading when the unit is in the NORM Mode 
of Operation. 


2. Connect the Vacuum Gage to the “Fresh Air Port” 
allowing the vacuum gauge to fully restrict the input. 
Note the vacuum readings with the unit in the “Fresh 
Air’ Mode of Operation. 


If the filter input vacuum reading is lower, it is likely that 
one of the Bowl Assemblies are leaking. 


REPLACING THE FILTERS e 


CAUTION: ~ 4 | 


1. Do not lose the rubber gasket when removing the 
bowl. 

2. Do not cross-thread! It takes 3 turns to tighten the 
bowl. When it feels tight in 1 turn the gasket is mis- 
placed or the bowl is not aligned properly. 


The Primary (41966-1) filter element is constructed 
with fiber material which is not cleanable. Therefore 
periodic replacement is required. The frequency of re- 
placement will depend on the amount of use you give 
your analyzer. 


The water separator (27326) may be cleaned by soak- 
ing in carb cleaner and drying with compressed air. 


NOTE: When replacing the primary filter assy the direc- 
tion of flow is against the arrow marked on top of the 
filter assy. 
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